LOCATE HYDRANT SO THAT
DRIVE IS NOT BLOCKED
WHEN CONNECTED.
CONNECTION IS ON THE
SIDE OF THE TRUCK.

SEE SPACING DETAIL,

DWG 3

30' OR MORE
60'-150" PER TABLE 13-55
; SEC 13-52(c)(2) TYPICAL TO
Y PROP. LINES
. 60' MIN, LR
e SINGLE
FAMILY :
) RESIDENCE
™y 4 !
VICINITY MAP l T
PROJECT NAME 7 ALL WEATHER SURFACE \ TURNAROUND WITHIN 150’ OF
PROJECTADDRESS, cITY ~»  SEC 13-30 | RADIUS EACH STRUCTURE, |
APPLICANT NAME . SEC 13-37(c) OR
APPLICANT PHONE DRIVEWAY/ROAD GRADE ‘ DWG 10 HAMMERHEAD/T - DWG 9
PERMIT NO <15%, SEC 13-31 ————» } - -
‘ e 4" MIN SUPPLY PIPING,
, DRIVE LENGTH, SEC 13-37—» | SEC 13-52(c)(l)
% } TURNOUT, SEC 13-37(b)
‘ NON COMBUSTIBLE TANK IF
| INSIDE MIN SETBACK, 20' VEG :
\ CLEARANCE IF POLY OR SIM.
ROAD CLEARANCE FROM \
30'MINOR | VEGETATION, SEC 13-56 \ WATER STORAGE TANK
TABLE 13-55 | |
20' MIN TO PROPERTY LINE
BARN OR TABLE 13-55
1,000 SF
N I
I
60"-150" Vs
SEC 13-52(0)2) ,
TURNAROUND, SEC 13-37(c) / I
DWG 8 WIDTH AS REQUIRED '
| ,
| — BY SEC 13-33 TO 13-38 PROPERTY LINE —>
GATE, SEC 13-38
K/" RADIUS - SECTION 13-32(c)
ADDRESS SIGN—»—  J B I
SEC 13-48(b) !
4 DISTANCE TO PUBLIC HYDRANT ‘
WHERE APPLICABLE .
SEC 13-52
ROAD NAME
SAMPLE SITE PLAN FIRE SAFE STANDARDS
SONOMA COUNTY 1=50
FIRE AND EMERGENCY SERVICES DEPARTMENT SCALE
2300 COUNTY CENTER DR 04/22/03

Santa Rosa, California 95403
Telephone (707) 565-1152 Fax (707) 565-1172

REVISION DATE DRAWING NO
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a B B
Sz
Lo
e n
: L
WATER LW
STORAGE =qm
TANK —————> =
oW
L Euw
DOMESTIC CONNECTION & 3
/ ABOVE FIRERESERVE  £@
O <€
o
C
- w
&
HYDRANT, " . w =
SEE DWG #3 - \ 2=
\ : o2
"~ 2500 GALLON MINIMUM xS
4" DIA. FIRE SUPPLY " DEDICATED FIRE RESERVE EQ
7y PIPING - - =0
. SEC 13-52(c)(l) N, PIPING FOR o2
N N DOMESTIC USE Z0
- 08
© \ Yo
~ L N
. 3" MAXIMUM =

7\ Y 7>
NIORINORNY
LRAN 2D ON O NN

- -~ NN

- FOR STORAGE CAPACITY REQUIREMENTS, REFER TO SEC 13-51(b) & 13-52(b)

- WHEN MULTIPLE TANKS ARE UTILIZED TO ACHIEVE THE REQUIRED VOLUME
OF WATER, THE CONNECTION BETWEEN THE TANKS SHALL BE BY AN APPROVED
4" DIA. WATER LINE

SEC 13-51 EMERGENCY WATER SUPPLY FIRE SAFE STANDARDS
SONOMA COUNTY NOT TO SCALE
FIRE AND EMERGENCY SERVICES DEPARTMENT SCALE
2300 COUNTY CENTER DR 02/11/03
Santa Rosa, California 95403
Telephone (707) 565-1152 Fax (707) 565-1172 REVISION DATE DRAWING NO
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HYDRANT

GUARD POSTS WHERE SHOWN ]

—

3"BLUE REFLECTORAT ——————>
BOLLARD AND AT ADDRESS

3"DIA. STEELPIPE;——————>
CONC FILLED

FINISHED GRADE

3 3

3l_oll

3

HYDRANT AND POST/BOLLARD
TYPICAL SPACING

UNREINFORCED
CONC ENCASEMENT

3'-0" MIN

2-1/2" GATE VALVE BRASS

2-1/2" NATIONAL

2-1/2" DIAMIN 90 DEGREE ELL
STANDARD THREAD,
MALE FITTING ——|

15" MIN
—
BRASS i

GUARD POST/BOLLARD
SEC. 13-52(¢), 13-53

2-1/2" DIA GALV STEEL PIPING
FINISHED GRADE—i !

4" MIN SCHED 40 PVC WATER
PIPING AND FITTINGS

I3

HYDRANT INSTALLATION NOTES
WATER PIPING

AND FITTINGS 1. HYDRANT SHALL BE INSTALLED AND

OPERATING PRIOR TO AND DURING

CONSTRUCTION.
CONCRETE

THRUST BLOCK

HYDRANT SHALL B E INSTALLED NO CLOSER
THAT 4’ AND NO FURTHER THAN 12" FROM
EDGE OF ROAD.

3. WHERE HYDRANT IS PROVIDED AT ROAD OR
FIRE DEPT. HYDRANT DRIVEWAY LESS THAN 20’ IN WIDTH, A
SEC. 13-52 TURNOUT SHALL BE PROVIDED AT HYDRANT
) LOCATION. SEE DRAWING 7.

SEC 13-52 FIRE DEPT HYDRANT/GUARD POSTS

FIRE SAFE STANDARDS
SONOMA COUNTY V2 =1
FIRE AND EMERGENCY SERVICES DEPARTMENT SCALE
2300 COUNTY CENTER DR 02/11/03
Santa Rosa, California 95403
Telephone (707) 565-1152 Fax (707) 565-1172 REVISION DATE DRAWING NO
smosiurc Fire Safe Standards.cdr  rev:12/10




4' MIN
122 MAX

ROAD OR % %
DRIVEWAY =

= o

NOSISTN OO
757,32, 1, .\, NN

2L L LD L] NN\ )N
NN AN ENNONEONNIEO D O N Y
NSO 7 N\, N N\
DD NG o 7 NN,
22 SN Yy,

~—— GROUND LINE

INSTALL GUARD POST/BOLLARD FOR HYDRANT
PROTECTION - SEE DRAWING 3

|2 / 4-1/2" STEAMER HOSE CONNECTION W/ CAP
/ 4-1/2" STEAMER TO 6" IPS NIPPLE
/// 6" ELBOW

6” APPROVED SCREEN
OR STRAINER —

WATER LEVEL
2500 GAL MIN
ABOVE HYDRANT

~— 6"MIN PIPING

ELBOW (90 OR 45) \
“ —

2'MIN

POND OR
SWIMMING POOL

THRUST BLOCK ——>
PROVIDE MIN. OF

6 SF PER THRUST BLOCK
W/ #4 TIE & 6" STD

HOOK, OR AS OTHERWISE
APPROVED BY COUNTY.

PLACE CONCRETE AGAINST < | DRY HYDRANT NOTES
UNDISTURBED SOIL.

40 MIN.

5.3.1.1(f)

1. PIPING MAY BE IRON, STEEL OR PVC SCHEDULE

2. USE SIMILAR HYDRANT CONFIGURATION FOR
SWIMMING POOL AS WATER SOURCE.

3. SCREEN OR STRAINER PER NFPA APPENDIX B-

SEC 13-52(e) DRY OR DRAFT HYDRANT

FIRE SAFE STANDARDS

SONOMA COUNTY
FIRE AND EMERGENCY SERVICES DEPARTMENT

2300 COUNTY CENTER DR
Santa Rosa, California 95403
Telephone (707) 565-1152 Fax (707) 565-1172

12" = 1-07
SCALE F 4
02/11/03

REVISION DATE DRAWING NO
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ALL BRIDGES

- HS 20 LOADING [SEC 13-33(a)]

- SIGNS INDICATING WEIGHT LIMIT AND VERTICAL
CLEARANCE LIMITS [SEC 13-33 (b)]

- COMBINATION VEHICLE/PEDESTRIAN GUARD RAILS BOTH
SIDES

ONE LANE BRIDGE

- MINIMUM WIDTH: 12.0' [SEC 13-33(c)] EXCEPT DRIVEWAYS
WITH MAXIMUM LENGTH OF 65' IN WHICH CASE MINIMUM
WIDTH MAY BE 10.0°

- SIGNS INDICATING ONE WAY OR ONE LANE CONDITION
[SEC 13-33 (b)]

- UNOBSTRUCTED VISIBILITY ENTIRE LENGTH [SEC 13-
33(c)]

- TURNOUTS AT BOTH ENDS [SEC 13-33(c)]

TURNOUT
[SEC 13-33]

BRIDGE WIDTH: 12’

MAX. LOAD: 80,000 LBS

NN
A\

g
Y Sy Sy Aty Sty S

SIGN EXAMPLE
NOT TO SCALE

" NN\
V|RAZTQAZN
D))
AN 7
NN

7 4
2
D

'\ BRIDGE

& 2O

\\\\\\//\ \\\\//\//\\\\\\////\////\\\\\\////\ WIDTH AS REQUIRED

277 NRZN 7N RN WIDTH AS REQUIRED
N2\ DN LN 2

4
2\

W2 Y
A\ AN TURNOUT
N [SEC 13-33]
7R\
OIAN ///////§ Y

SEC 13-33 BRIDGES

FIRE SAFE STANDARDS

SONOMA COUNTY
FIRE AND EMERGENCY SERVICES DEPARTMENT

2300 COUNTY CENTER DR
Santa Rosa, California 95403
Telephone (707) 565-1152 Fax (707) 565-1172

116" = 10"

SCALE F 5
02/11/03
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NRLN QRN RNRZNRZ N N
//\\\//\\\/\\\/\\\ \\//\\\/\\\/\ //\\//\\\\//
YA V/////\\////\\////\\//////\\’////\\//////\\//////\\//////\\// \\//////\\/////
D TRAFFIC LANE o
y
o))

TRAFFIC LANE j)

25’
RIGHT OF WAY

SN S\

AN 2N AN N
///\\\\\//\\\\\\//\\\\\\/\\\\ 7 \4 NN

D YNDDNZ YN

\\\\\;\\\\/ 74

\
/////\\/// N 2,10,
% ///ffv\ 77 %
%\\//\\\ 7 %% WU

N
% ﬁﬁ%x XN N N
Ateds I3 R N N
3 /«”/S 7J% 9\7{ Q\j |

N

TWO WAY ROAD
SEC. 13-34

- MINIMUM RIGHT OF WAY: 25’

7 7 /// /// // /& /// / N
NN NN
//////\x//////\\\//////
D

- WIDTH AS REQUIRED BY SEC 13-33 TO 13-38

A5 PROVIDE CLEARANCE TO VEGETATION
" PER SEC 13-56, SEE DRAWING #15.

ANCKAN AN KA KANKAN
V/////\\\\///)//\\\\///) NN NN RN
NN NN NN N NN NN
) \\\\///\/\\\\///\/\\\\///\/\\\\///\ 20NN N NI
YUY SEty U SLtp Sty Ut SLty Sty Lt Dty SEty

TRAFFIC LANE =

QNN DN IDNID DI I I
NN \\\/// DLDLDLDLDLDLDL, //\\\////
N N N N N N N N N N N N NN
%\\\\\\\\\\\\\\ \\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\§

NU TNy N PNYYPLYNY NG Y D)

DRIVEWAY
SEC. 13-37

- WIDTH AS REQUIRED BY SEC 13-33 TO 13-38
- DRIVEWAYS SERVE BUILDINGS
- ROADS SERVE PARCELS

SEC 13-34 ROAD/SEC 13-37 DRIVEWAY

FIRE SAFE STANDARDS

SONOMA COUNTY
FIRE AND EMERGENCY SERVICES DEPARTMENT

2300 COUNTY CENTER DR
Santa Rosa, California 95403
Telephone (707) 565-1152 Fax (707) 565-1172

116" = 1’-0”

SCALE

02/11/03
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N N\ > 7 DD DI

//// ///// 7 4, 0 2NNNON NN 7 1 N7
N2 SN NN /\\ AN NN
>////\\///\\\\////>\\\\////\\///\\\\///\\//\\\\////\\/\\\\/\\ NN \\\\//////\\\\////\\//\\\\////\\ N
SN NN . NSNS
YLy SZ 4 2 NN

A &
3

WIDTH AS REQUIRED
BY SEC 13-33 TO 13-38 Z
\4 =
(e)

N S N
NN 20X
f?/\\\\\/ﬁ\\\\ TR ) SN,

AR NN SN \/\/\/\

RN 24 Ny 7 1y Sty STy S7 2057 1y S 4y

BULGE TURNOUT

T
§/,7\\\%/
Z ty 7Yy Y 4 Y
NoZ NZA / NZ NN A
77RO cINFINTIN NN
SN0 1 NSNS\, B NDND N NDIND NN
9 Lty Sty Lty Lty Lty g Uy Lty SLtp Sty Lty Lty SLp

WIDTH AS REQUIRED
BY SEC 13-33 TO 13-38

20.0 MIN . OVERALL

25.0'

25.0'

TURNOUT

[SEC 13-37(b)] ALL DRIVEWAYS EXCEEDING ONE HUNDRED FIFTY (150) FEET IN LENGTH SHALL HAVE
ATURNOUT CONSTRUCTED AT APPROXIMATELY THE MIDPOINT OF THE DRIVEWAY. ANY DRIVEWAY
EXCEEDING EIGHT HUNDRED (800) FEET IN LENGTH SHALL HAVE TURNOUTS CONSTRUCTED
APPROXIMATELY EVERY FOUR HUNDRED (400) FEET ALONG THE ENTIRE LENGTH OF THE
DRIVEWAY.

[SEC 13-35(c)] ALL ONE-WAY ROADS EXCEEDING FIVE HUNDRED (500’) IN LENGTH SHALL HAVE A
TURNOUT CONSTRUCTED AT APPROXIMATELY THE MIDPOINT OF THE ROAD. ANY ONE-WAY ROAD
EXCEEDING ONE THOUSAND FEET (1000’) IN LENGTH SHALL ALSO HAVE TURNOUTS CONSTRUCTED
APPROXIMATELY EVERY FIVE HUNDRED FEET (500") ALONG THE ENTIRE LENGTH OF THE ROAD.

SEC 13-37(b) & SEC 13-35(c) TURNOUT

FIRE SAFE STANDARDS

SONOMA COUNTY

FIRE AND EMERGENCY SERVICES DEPARTMENT

2300 COUNTY CENTER DR
Santa Rosa, California 95403
Telephone (707) 565-1152 Fax (707) 565-1172

116" = 1"-0"
SCALE
02/11/03

F7

REVISION DATE
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SLOPE ON TURNAROUNDS SHALL NOT EXCEED 8%

R=40" MIN

R=40"MIN
WIDTH AS REQUIRED
BY SEC 13-33 TO 13-38
BULB TURNAROUND
Option #1
SEC 13-37(c) & 13-36(b),(c) TURNAROUND FIRE SAFE STANDARDS
SONOMA COUNTY 1/16" = 1-0"
FIRE AND EMERGENCY SERVICES DEPARTMENT SCALE
2300 COUNTY CENTER DR 09/15/06
Santa Rosa, California 95403
Telephone (707) 565-1152 Fax (707) 565-1172 REVISION DATE DRAWING NO
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SLOPE ON TURNAROUNDS SHALL NOT EXCEED 8%

HAMMERHEAD TURNAROUND
Option #2

60" MIN
30" MIN ‘ 30' MIN
-, NN . - N
D 1y SOY SEY LY LYy sy S S Y
N A\ AN A\N
Z 2
N Q WIDTH AS REQUIRED
Y ,\\ BY SEC 13-33 TO 13-38
>/// ///
N Q —
///\\ 2 //\
AN Z
N
4 \////
A\
”/,\\ //////
4
N
N\
Y7
284
PN
2D
7>
NN
NN
N7 4,
NN \\\\; R =40"' MIN
’//// 7,
AR 4
\\///////% .
748
WIDTHAS REQUIRED N & 2
BY SEC 13-33 TO 13-38 TR
§/// \\\
N
>N
7, 7
7\
////\/\\
“%
%)

SEC 13-37(c) & 13-36(b),(c) HAMMERHEAD/T FIRE SAFE STANDARDS
SONOMA COUNTY 716" = 10"
FIRE AND EMERGENCY SERVICES DEPARTMENT SCALE
2300 COUNTY CENTER DR 09/08/06
Santa Rosa, California 95403
Telephone (707) 565-1152 Fax (707) 565-1172 REVISION DATE DRAWING NO
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WIDTH AS REQUIRED
BY SEC 13-33 TO 13-38

40' MIN

N
N\,
Y

\\// .

XVYIN
%S

_

8%
MAX

XVYIN
%8

SONIATING O1 SS300V

FIRE SAFE STANDARDS

F10

SCALE
09/15/06
REVISION DATE

1/16" = 1-0"

Option #3

STUB-OUT TURNAROUND

SLOPE ON TURNAROUNDS SHALL NOT EXCEED 8%

WIDTH AS REQUIRED
BY SEC 13-33 TO 13-38

BN
2

Y
oY
78

Y
7 SN\
NN
A
2 \\,,/\\\\,/\\////\\\\

Y

SEC 13-31, SEC 13-37(c) & 13-36(b), (c) TURNAROUND

SONOMA COUNTY
FIRE AND EMERGENCY SERVICES DEPARTMENT

2300 COUNTY CENTER DR
Santa Rosa, California 95403

Telephone (707) 565-1152 Fax (707) 565-1172

DRAWING NO

rev:12/10
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R= 50" MIN

HORIZONTAL CURVE TURNING RADIUS, ROAD/DRIVEWAY

SECTION 13-32

- HORIZONTAL INSIDE RADIUS 50" MIN
- ADDITIONAL WIDTHS ARE REQUIRED:

4'IF RADIUS IS LESS THAN 100' AND A CENTRAL ANGLE > 45 DEGREES
2'IF RADIUS IS 100" TO 200' AND A CENTRAL ANGLE > 45 DEGREES
- TURNOUTS ARE NOT ALLOWED ON THE INSIDE OF CURVES.

SEC 13-32, ROAD/DRIVEWAY CURVES

FIRE SAFE STANDARDS

SONOMA COUNTY
FIRE AND EMERGENCY SERVICES DEPARTMENT

2300 COUNTY CENTER DR
Santa Rosa, California 95403
Telephone (707) 565-1152 Fax (707) 565-1172

116" = 1"-0"

SCALE

02/11/03
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\\////\//Q //\ /////
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N N\
7\

GATE PER SEC 13-38(,a\2
REFER TO DRAWING NO. 13

/

TWO LANE ROAD

30'MIN SETBACK FROM ROAD

GATED ENTRANCES
SECTION 13-38

GATE ENTRANCE 2 FEET WIDER THAN WIDTH OF TRAFFIC LANE

OBSTRUCTING TRAFFIC [SEC 13-38(B)]
PROVIDE FIRE DEPARTMENT APPROVED KEY ACCESS [13-38(D)]

2NN A A A A AAA A" A A AAAAA
NN NN N NN NGNS
YNNI QL SN NN NN N
,,\\\////\/\\///\/\\\//,\ N B OONIIND \\\//\/\\\///\ NZN\D \\\///\/\\\///\ N
2N Tty STy SELy Lty ST 00 ST 200 ST Ay S

[SEC 13-28(a)]

30 FEET FROM THE ROADWAY, OPEN TO ALLOW A VEHICLE TO STOP WITHOUT

SEC 13-38 GATED ENTRANCES

FIRE SAFE STANDARDS

SONOMA COUNTY
FIRE AND EMERGENCY SERVICES DEPARTMENT

2300 COUNTY CENTER DR
Santa Rosa, California 95403
Telephone (707) 565-1152 Fax (707) 565-1172

o F12

02/11/03

SCALE
REVISION DATE DRAWING NO
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WIDTH AS REQUIRED BY SEC 13-33 TO 13-38

— FIRE DEPARTMENT APPROVED KEY ACCESS
CALL 565-1152 FOR ADDITIONAL INFORMATION

GATE

O
O
ENGQON - OO
/\\\\\\\\ S \\\\/\\\\\
///\ \\\\\\////\// ///\//// :\///\ ////\////\\\\\////\////\\\\\////\///\\\\\//\///\\1\\\////\////\%
NN N A7 A7 TR R \\
2 \///\\\////\ \\////\\////\///\\\\/////\\/
1' MIN
1' MIN WIDTH AS REQUIRED BY SEC 13-33 TO 13-38
| | |
NOTE:
GATE WIDTH SHALL BE NO LESS THAN WIDTH
OF ROAD PLUS 1' SHOULDER, EACH SIDE OF ROAD
SEC 13-38 GATE FIRE SAFE STANDARDS
SONOMA COUNTY 12 =10
FIRE AND EMERGENCY SERVICES DEPARTMENT SCALE
2300 COUNTY CENTER DR 02/11/03

Santa Rosa, California 95403
Telephone (707) 565-1152 Fax (707) 565-1172

REVISION DATE
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/Fs% MAX. WITHOUT PRIOR
APPROVAL

(SEE ALTERNATE GRADE
EXAMPLES BELOW)

s GRAVEL SURFAGE: 1.00 FEET COMPACTED CLASS 2
0% - 5% AGGREGATE BASE [SEC 13-30(a)]

o SEAL COAT SURFACE: DOUBLE SEAL COAT OVER
5% - 10% 1.00 FEET COMPACTED CLASS 2 AGGREGATE BASE
[SEC 13-30(b)]
il ASPHALTIC CONCRETE SURFACE: 0.20 FEET ASPHALTIC
OVER10%  CONCRETE OVER 0.50 FEET COMPACTED CLASS 2
AGGREGATE BASE [SEC 13-30(c)]

50’ MIN

VERTICAL CURVE

300 MAX

TOTAL LENGTH GREATER THAN 1000

EXAMPLE OF ALTERNATE GRADE: WITH PRIOR APPROVAL, GRADES
MAY BE UP TO 20% FOR DISTANCES NOT EXCEEDING 300" WITHIN
ANY 1000' OF ROAD LENGTH.

GRADES & SURFACES
SECTION 13-30 & 13-31

SEC 13-30 & 13-31 GRADES & SURFACES FIRE SAFE STANDARDS
SONOMA COUNTY ek
FIRE AND EMERGENCY SERVICES DEPARTMENT SCALE
2300 COUNTY CENTER DR 03/26/03
Santa Rosa, California 95403
Telephone (707) 565-1152 Fax (707) 565-1172 REVISION DATE DRAWING NO
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30' MIN

CLEARANCE TO
FLAMMABLE
VEGETATION

. PRC 4291
CFC Chapter 5

15' VERT CLR

1 _—
N WIDTH AS REQUIRED
) BY SEC 13-33 TO 13-38

DRIVEWAY
SEC 13-37

40'MIN

CLEARANCE TO
FLAMMABLE
VEGETATION

—— PRC 4291
CFC Chapter 5

WIDTH AS REQUIRED
BY SEC 13-33 TO 13-38

15' VERT CLR

)] VEGETATION DOWNSLOPE

NOTE: INCREASE HORIZONTAL
CLEARANCE TO FLAMMABLE

FROM ROAD EDGE ACCORDING

TWO WAY ROAD TO THE FOLLOWING TABLE
SEC 13-34 0-10% SLOPE | 10
11-20% SLOPE | 20’
30%+ SLOPE | 30

SEC 13-34, 37 ROAD &DRIVE, VEGETATION CLEARANCE

FIRE SAFE STANDARDS

SONOMA COUNTY
FIRE AND EMERGENCY SERVICES DEPARTMENT

2300 COUNTY CENTER DR
Santa Rosa, California 95403
Telephone (707) 565-1152 Fax (707) 565-1172

116" = 10"

SCALE

02/11/03

F15
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PLACE SINGLE STRAP AS

10 10 LIFTING LUGS CLOSE TO TANK CENTER
N 4—#/ (IF OCCUR) LINE AS POSSIBLEj!
I e N
— I
i }
\
| TANKG
w
|
~<«—STRAPS - \ } SEE
SEE NOTE 4—> || NOTE 4—>
I
| <— SEE
| | NOTE 6
plinl l i il =

———1

EARTH AUGER |

/ WITH SPLIT BOLT |
AND NUT, TYPICAL |

4

351-1500 GALLON TANK ELEVATION

2 STRAP PLACEMENT

10 DEGREES +/-,

TYPICAL Ene]

LENGTH

/ HELIX

CROSS SECTION

PREASSEMBLED STAINLESS
STEEL COLLAR AND
STRAPS AT 4 LOCATIONS ——

EARTH AUGER

EARTHAUGER
WITH SPLIT BOLT
AND NUT, TYPICAL

UP TO 350 GALLON TANK ELEVATION
1 STRAP PLACEMENT
NOTES
1.

PRIOR TO INSTALLING THE EARTH AUGERS, CHECK FOR UNDERGROUND

UTILITIES.

2. THE EARTH AUGERS AND STRAPS SHOWN HEREON ARE DESIGNED TO
RESIST THE BOUYANCY FORCES FROM AN EMPTY TANK FULLY
SUBMERGED, AND THE LATERAL FORCES GENERATED FROM SEISMIC
ZONE 4 ACTIVITY.

3. EARTH AUGER TYPES AND LENGTHS REQUIRED ARE DEPENDANT UPON
THE EXISTING SOIL CONDITIONS:

a. ALL CLASS 5 SOILS (CLAY, SANDY CLAY, SILTY CLAY AND CLAYEY SILT)
AND SAND, SILTY SAND AND CLAYEY SAND OF THE CLASS 4 SOILS
REQUIRE EARTH AUGERS OF MINIMUM 48 INCHES IN LENGTHAND (1) 6
INCH DIAMETER HELIX.

b. CLASS 4 AND BETTER SOILS WITH THE EXCEPTION OF SAND, SILTY
SAND, AND CLAYEY SAND REQUIRE EARTH AUGERS OF MINIMUM 32
INCHES IN LENGTH AND (2) 4 INCH DIAMETER HELIXES.

c. EARTH AUGERS SHALL HAV ATESTED MINIMUM PULL OUT VALUE OF
6000 LBS.

4. STRAPS SHALL BE ONE OF THE FOLLOWING:

a. 1-1/4’x0.031” STAINLESS STEEL, 301-1/4 HARD, MINIMUM TENSILE
STRENGTH OF 4750 LBS

b. 1-1/4"x0.031” GALVANIZED STEEL, CLASS B, GRADE 1, MINIMUM TENSILE
STRENGTH OF 4750 LBS.

5. IN THE EVENT EARTH AUGERS ARE PRECLUDED FROM INSTALLATION,
ALTERNATE TETHERING DESIGNS CAN BE SUBMITTED FOR
CONSIDERATION.

6. INALL CASES, WHEN TANKS UP TO 350 GALLONS ARE PLACED IN AREAS
OF SOIL TYPES AS DESCRIBED IN NOTE 3a, 2 STRAPS AND 4 EARTH
AUGERS ARE REQUIRED. EARTH AUGER SIZE IS AS NOTED IN 3-a.

7. MINIMUM DISTANCES OF TANKS FROM STRUCTURES AND PROPERTY
LINES:

CHAPTER 38 CALIFORNIA FIRE CODE
Distance from buildings and property lines based on size of
LPG container capacity.

X AUGER SHAFT
2 ' ” FROM EDGE
. SIZE UNDERGROUND ABOVEGROUND
o OF TANK, TYPICAL 0-125 10 5 with conditions
' /~\ [ EARTH AUGER, 125-500 10 10
) »*  WITH SPLIT BOLT 501-2000 10 25
AND NUT, TYP_—> 2001-30,000 50 50
4 LOCATIONS All others see CFC Table
BOTTLE TYPE TANK BOTTLE TYPE TANK o . .
PLAN VIEW ELEVATION s o e alab coye Sbloot 2 Toxng: All others may be bolied or
SEISMIC STABILIZATION & SEPARATIONS FIRE SAFE STANDARDS
SONOMA COUNTY NOT TO SCALE
FIRE AND EMERGENCY SERVICES DEPARTMENT SCALE
2300 COUNTY CENTER DR 02/11/03
Santa Rosa, California 95403
Telephone (707) 565-1152 Fax (707) 565-1172 REVISION DATE DRAWING NO
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AND DRAIN

N
Q2"
ESSURE GAUGE

PUMP & RISER DETAIL

A

1/2” TEST dﬂ

TO SYSTEM

{ | FLOW SWITCH

() PRESSURE GAUGE

1 CHECK VALVE
T L , DOMESTIC SHUT OFF
B A
PRESSURE .
TANK SIZE INDICATING CONTROL VALVE
DETERMINED
BY PUMP ]
SUPPLIER <
UNDERGROUND SUPPLY SIZING
DETERMINED BY HYDRAULIC
R CALCULATIONS
(E) TANK
SIZED PER
FIRE SAFE
STANDARDS

Santa Rosa, California 95403
Telephone (707) 565-1152 Fax (707) 565-1172

11/08/05

NFPA 13-D
GUIDELINE FOR 13-D PUMP/TANK ASSEMBLY FIRE SAFE STANDARDS
SONOMA COUNTY NOT TO SCALE
FIRE AND EMERGENCY SERVICES DEPARTMENT SCALE
2300 COUNTY CENTER DR
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